30.00

Mounting Hole Dimensions
4360

265 ae Electrical Characteristics Material:
Durability:500000 cycles min. 1Housing:LCP TIT30,Black,UL94 V-0
Insulation Resistance:>1000MQ/500V DC. 2.Cover:SUS304,Whole 50u” nickel,Solder Gold Plated Tu” min
Dielectric Withstanding Voltage: 3. Terminal:C5210,Whole 50u” nickel,Contact Gold Plated 10u”,
: ) AC 500V(50 or 60 Hz) / 60 sec. Solder 100u” Tin plating
5 % Switch type: normally open fype 4.Switch shrapnel:SUS301
:[ QA g Flat welding foot:0.10mm Max. 5.Switch:Tact Switch
o Plastic flat paste:0.30mm Max 6.Grounding piece:(5191Whole 50u” nickel,
e IR feflow:260°C. 10sec.Max. Solder 100u” Tin plating
7.High temperature sticker
— N 1=
o ° Iil

30.00:0.15

o
o 16.00 .
- JT 9
) T S|
[} | 325:02 E
| 1y
b S S ee ==~ mmm e _ - 43
7 TN~ =~ Il 1
| |
N e o e 2 pd
GENERAL TOLERANCE ANGLE TOLERANCE PROJECTION @7 | Description: |
X 2015 X. 15° UNITS mm Smart Card Connector
X $0.03 X 23° SHEET SIZE A4 PUSH PULL,8P+2P
XX 20.05 XX 22° KLS P/N: L-KLS1-ISC-FOTIEB
s Oraw by: Jenny Date: | 2018-11-01 KLS
Lheck by: Date: bewiee| NingBo KLS ELECTRONIC CO.,L TD.
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