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Part Number Current Rating | Housing Color
A L-KLS5-228C-020-A 20A White
L-KLS5-228(-030-A 30A Pink
22540.5 L-KLS5-228(-040-A 404 Green
15.4+0.5 L-KLS5-228C-050-A 504 Red
B L-KLS5-228(-060-A 60A Yellow
/ \ L-KLS5-228C-070-A 70A Brown
é El ?I L-KLS5-228C-080-A 80A Black
N L-KLS5-228C-100-A 100A Blue
R r ——
C - Characteristics:
. B S Voltage Rating: 32V DC
N A Current Rating:  20A 1004
N Operating Temperature: -40°C to +125°C
D Material:
Body: PC /Plastic
Contact: Copper Alloy
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G |Time-Current Characteristics
% of GENERAL TOLERANCE| PROJECTION | @—F | Description: |
| | Rating Opening Time X 05 UNITS mm 22V Auto Link PAL Fuse
110 144005 X 2025 SCALE 21
200 5s to 100s XX 2015 Draw by: Daniel | KLS P/N: L-KLS5-228C-XXX-A
H 350 025 o 7 ANGLE TOLERANCE | Check by: Daniel Kl y
4510 /5 X 5° Date 2022-09-01 -
+3° sh==wt NingBo KLS ELECTRONIC CO.,LTD.
600 0.04s to Is Jx i3 seeT | 10k 1 nave '
! | 2 3 5 6 7 | 8




